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Densglass

Vulkem 116 Sealant And -
350NF-R Detail At Joints

EIFS or Stucco Finish

Waterproofing Membrane:

Vulkem 350NF-R To Acceptable Concrete Substrate.,

Membrane Must Be Applied At A
Minimum Of 8" Up The Vertical Wall

Vulkem 116 or Dymeric
240FC Sealant Bead
(May Require Weeps)

Cement Board "Durock” Min
8" Oft Slab Secure To Studs \

Dymeric 240FC or Vulkem —.]
116 Joint Sealant Cant Bead

Concrete Slab |

-—- Paint or Coat w/ Vulkem 351. Vulkem 350NF-R
Cannot Be Exposed To UV

Maintain A Min 4" Overlap Of Stucco-EIFS
Over The Vulkem 350NF-R

- Vulkem 351/951NF Top Coat
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Vuikem 350NF Base Coat
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Waterproofing / Liquid Applied Roofs

Miami-Dade County

MIAMIDADE
COUNTY HVHZ Electronic Roof Permit Form

Waterproofing or Liquid Applied Roof Systems

"Delivering Excellence Every Day"

*Denotes required user Inputs. If an item does not apply enter n/a in that line.

| *Job Address: [

*Process Number: 102015172430 I

*Master Permit Number: I

*Application Date: L
*Waterproofing Manufacturer Name: | TREMCO |
*NOA Product Approval Number: I 11-0516.02 ]

Doses this roof assembly comply with the requirements for a fire rating per section 1519.16.3 HVHZ Florida Building
Code? *®Yes ONo

Note: Submit current copies of the fire directory listing for the waterproofing assembly, manufacturer's installation
details, and the current Miami-Dade County NOA Product Control Approval for review prior to issuing the

waterproofing permit.

Note: This waterproofing assembly shall comply with all the requirements as listed In section 151 9.16 Waterproofing
located in the HVHZ section of the Florida Building Code.

*Deck Type: ICONCRETE I

* [7] Plaza Deck

i - FVULKEN 171
* L Parking Garage Primer: [V | #2lgal
*:  3alcony *Insulation/Fire Barrier: INA ) I
* [] Other Number of Fasteners per Insulation Board

L ] P(1) Field: P(2) Perimeter: P(3) Corner:

*Base Coat: |VULKEN 350 |
*Slope: """
*Roof Mean Height: ft.

*Roof Length: I:l ft.
*Roof Width: [: ft.

*Maximum Design Pressure:

*Coverage: ft*/gal

*Membrane: | MESH SILICA SAND |

*Intermediate Coat: [VULKEN 350 B l

*Coverage: ft*/gal

b ROy A

O0GANA L34V QPP 1156 Ahohabe [ wrgar

el g OO 16, el *Surfacing: | — | |
Emammimer - - Frake: “Time: Stamoverourdehlisin T wstanoonry Tlznom e | ]

Boris Surdcy 92170)) *‘1:4;35111.{ A ROOF Approved
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TGFU.R10845
Roofing Systems

Roofing Systems

See General Information for Roofing Systems

TREMCO INC R10845
4475 E 175TH ST
CLEVELAND, OH 44128-3411 USA

1/2 in, thick (min) gypsum board or G-P Gypsum DensDeck® may be used in any existing noncombustible deck Classification, When this is done,
the resulting roofing system is acceptable for use over combustible {15/32 in. min) roof decks. The joints in the gypsum board and overlayment
board are offset 6 in. with the joints in the deck.

FLUID APPLIED COATING SYSTEMS
Class A
1. Deck: NC Incline: 3

Primer: — "No. 171", 250 sq ft/gal.

Basge Coat: — "Vulkem 350NF-R" or "Vulkem 350NF-S/L", 65 sq ft/gal.
Intermediate Coat: — "No. 345", 100 sq ft/gal.

Aggregate: — #24 mesh sllicon carbide or silica sand, 10-15 lbs/100 sq ft.
Top Coat: — "No. 346" or "451", 150 sq ft/gal.

System Identification: — "Traffic Deck".

2. Deck: NC Incline: 3

Primer: — "No. 171", 250 sq ft/gal.

Base Coat: — "Vulkem 350NF-R" or "Vulkem 350NF-S/L*, 60 sq ftfgal.
Intermediate Coat: — "No. 345", 100 sq ft/gal.

Aggregate; — #24 mesh silicon carbide or silica sand, 10-15 ibs/100 sq ft.
Top Coat: — “"No. 346" or "451", 150 sq ft/gal.

Systemn Identification: — "Siope".

3. Deck: NC Incline: 3

Primer: — "No. 171", 250 sq ft/gal.

Base Coat: — "Vulkem 350NF-R” or "Vulkem 350NF-S/L", 40 sq ft/gal.
Aggregate: — Silica sand, 4-8 Ibs/100 sq ft.

Top Coat: — "No. 351", "451" or "Vulkemn 351 White LV", 100 sq ft/gal.
System Identification: — "Pedestrian”.

4. Deck: NC Incline: No Limitation
Primer: — "No, 171", 125 sq ft/gal.
Top Coat: — "No. 351", "451" or "Vulkem 351 White LV", 200 5q ft/gal.
Aggregata: — Silica sand, 4-8 Ibs/200 sq ft.
Systam Identification: — "351",

5. Deck: NC Incline: 1-1/2
Primer (Optlonal): — "No. 171", 250 sq ft/gal.
Base Coat: — "Vulkem 350NF-R" or "Vulkem 350NF-S/L", 55 sq ft/qal.
Top Coat: — “Vulkern 351NF" or "346NF", 125 sq ft/gal.

Surfacing: — Silica sand, 4-8 Ibsf100 sq it
System Identification: — "Pedestrian Deck".

lﬁmi[fﬂﬁ’ffmmtyﬂqprﬂqmtnfﬂﬂﬂlﬁﬁ#ﬁrﬁndhmicﬂm—hbﬂm
0007113124 FedbSB MG SaAe ik, o oo

Vulkem 345NF"," 160 sq ft/gal.

ookl A DOORME AR ST 250 o et 200 ol L el e
Facamminmedroeek: M kaibe Tinmme Stl]ll]:l Eiﬂll- 1 Draele: Sti]ll]:l ng T B s
Bl SoorsdoF " ROPFROES Tl i Pl A TR el -
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Base Coat: — "Vulkern 350NF-R” or "Vulkern 350NF-S/L", 65 sq ft/gal.
Intermediate: - "Vulkem 950NF", 125 sq ft/gal.

Aggregate: — Silica sand, 20-30 mesh blend, 12 I1b/100 sq ft

Top Coat: — "Vulkemn 951NF", 125 sq ft/gal.

System Identfication: — "Traffic Deck".

8. Deck: NC Incline; 1

Primer {Optionat): — "No. 171", 250 sq ft/gal.

Base Coat: — "Vulkem 350NF-R" or "Vulkem 350NF-5/1", 40 sq ft/gal.
Aggregate: — Sllica Sand, 40-50 mesh blend, 4-6 Ibs/100 sq ft.

Top Coat: — "Vulkem SS50NF", 160 sq ft/gal.

System Identfication: — "Pedestrian”.

9. Deck: NC Incline: 3

Mernbrane: — "TP6100", applied to a thickness of 125 to 215 mils,

Insulation: — Any UL Classified extruded or expanded polystyrene, any thickness.

Surfacing: — River bottom stone (3/4 to 1-1/2 in. diameter), 1000 Ib/sq, concrete focks 10 Ib/sq ft. min, spread not more than 1/4 in.
apart or Lightguard panels surfaced with 5/16 In. min. concrete mortar, butted together.

10. Deck: NC Incline: 1

Primer (Optional): — "No. 171", 250 sq ft/gal.

Base Coat: — "Vulkem 350NF-R" or "Vulkem 350NF-5/L", 40 sq ft/gai.
Aggregate: — Silica sand, 20-30 mesh blend, 12 Ib/100 sq ft.

Top Coat: — "Vulkem 951NF", 125sq ft/gal.

System Identfication: — "Traffic Deck”.

11, Deck: NC Incline: 2

Base Coat (Not UL Classified): — "TREMPrime Multl Surface Urethane Primer" applied at 100-400 sq ft/gal.
Top Coat: — "vulkemn QC 810" applied at 40-45 sq ft/gal.
Granules: — Rubber Aggregate 12-20 mesh, applied at 2.5-2.9 Ibs/sq into the top coating.

12. Deck: NC Incline: 1/2

Base Coat (Not UL Classified): — "Vulkem 191 Low YOC Primer” applied at 100-400 sq ft/gal.
Top Coat: — "Vulkem OC 810" applied at 40-45 sq ft/gal.
Granules: — Rubber Aggregate 12-20 mesh, applied at 2.5-2.9 |bs/sq into the top coating,

13. Deck: NC Incline: 3

Primer Coat: — "Primer #70", applied at 17-20 mils.

Base Coat: — "vulkemn BC 370" applied at 80 mils.
Intermediate Coat: — "Vulkemn WC570" applled at 60-65 mils.
Aggregate: — Aluminum oxide or silica sand at 125 Ibs/sq.
Top Coat: — "Vulkemn 970" applied at 12-20 mils.

14, Deck: NC Incline: 3

Primer Coat: — "Primer #70", applied at 17-20 mils,
Base Coat: — "Vulkem BC370" applied at 60 mils.
Aggregate: — Aluminum oxide or silica sand at 80 Ibs/sq.
Top Coat: — "Vulkem 970" applied at 15-20 mils.

Last Updated on 2015-09-25
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The appearance of a company's name or product in this database does not in itself assure that products so identified have been
manufactured under UL's Follow-Up Service, Only those products bearing the UL Mark should be tonsidered to be Certifled and covered
under UL's Follow-Up Service. Always look for the Mark on the product.

UL permits the reproduction of the material contained in the Online Certification Directory subject to the following conditions: 1. The
Guide Information, Assemblies, Constructions, Designs, Systems, andfor Certifications (files) must be presented in their entirety and in a
non-misleading manner, without any manipulation of the data {or drawings), 2. The statement "Reprinted from the Onfine Certifications
Directory with permission from UL" must appear adjacent to the extracted material. In addition, the reprinted material must include a

. :)Dvright notice in the following fon;;:t“?‘:ztgls uL LLC“I " N Inh
OO A2 - 92202006 115641 Ak

il cllyr O 1 6. ol o TR :
eranmminm ¢ar ke "Moo SSianomys Do TndeSt:mp yﬁ ;

Bowis Sorsdoy 9212016 14439 PR A ROOE Ajp

http://database.ul.com/cgi—bin/XYV/tcmplate/LISEXT/IFRAME/showpage.html?name=T... 9/28/2015




